
FOUR CI-JANNELS
AND ALL TI-IAI’ JAZZ.

The New Mettler Tri&
Introducing three instruments that

harmonize perfectly with your therapy
needs. These flexible, full-featured
Mettler systems set a new beat for
value-they’re so complete, there’s really
no other 4jazz’ to buy. Consider their cool
capabilities:
* The four-channel Sonicator Plus 994

gives you four channels of muscle
stimulation plus ultrasound.

* The Sonicator Plus 992 has two
channels of muscle stimulation plus
ultrasound.

* The Sys*Sti& 294 provides four
channels of muscle stimulation.

Each of Mettler’s versatile
perfUrmers can treat a single or
multiple patients with amazing
ease. Membrane control panels,
soft-touch knobs and LEDs take
you smoothly through each
therapy session. It’s quality you
can feel-backed by 150 9001
Certification and a two-year
timited* warranty to protect your
investment.

So call your Mettler Electronics
representative or 800 854-9305 today.
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THE METTLER TRIO"

The Metier Trio indudes the Sonicotor Plus 994,
the Sanicator Plus 992 and the Sys *Stjm 294.

Sonicator
Plus 994

Sonkator
Plus 992

Sys *sum
294

90-240 V. 50/60 Hz input can be
used just about anywhere

Indedpendent timers for different 5trathient sethps 3 4
StimuLation channeLs 4 2 4
Six treatment waveforms; Interfe,ptiaL,
PremoduLated Medium frequency,
Biphasic INS, High volt & Microcurrent

t
S$

Vector rotation, surge and reciprocation 4/ /
I & 3 MHz uLtrasound pt fr1
InterchangeabLe appLicators with
universaL appLicator cable

100%. 50% and 20% Duty cctes $00? $/
Combination therapy SI" 4’
Eli and C-Eli Listed 9801421 $001" j#’ 4/0

Year 2000 CompLiant 4/0 y"
U.S. Patent Numbers:
4.966.131 and 5,095,890

The Sonicator PLtJ5 units include a duaL frequency, 5cm
applicator. OptionaL 1cm73.3 MHz and lOcm7l MHz
are also available.
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5* Toz,ch
Dual IntensityControl Knobs TreatmentStatus

Indicator Blinking LED
Displays

Indicah,t,

Independent timers alLow simultaneous t,eatment
setups f& mulbpte patients or treatment axas.

Add an optionaL treatment cart to create a mob2te
treatment center in your office.
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Phase Duration:   50–300 µs 
Available Amplitude 
   Modulation Options:  Continuous 
    Surge 
    Reciprocation 

Available Channels:  All 

High Volt Mode 

75 us

0 volts

500 volts

50 %

8 us

 
Figure 3.12—High Volt 

Waveform 

Waveform Type:  Monophasic twin peak 
Polarity:   Positive or negative 
Volts:    500 volts peak, 1 Kohm load 
Current:   0–500 mA peak, 1 Kohm load 
Average current at 
   maximum intensity 
   and frequency:   1.2 mA at 120 pps with  
      1 Kohm load 
Maximum current  
   density under 2"  
   diameter electrode.  0.06 mA/cm² 
Frequency:   1–120 HzzHz 
Frequency Modulation: No 
Phase Duration:   8 µs at 50% Vmax 
Polarity:   Positive or negative 
Available Amplitude 
   Modulation Options:  Continuous 
    Surge 

Available Channels:  Channel One only 

Microcurrent Mode 
+

-  

or 

+

-

 

Figure 3.13—Microcurrent 
Waveform 

Waveform Type:  Monophasic or biphasic  
      square wave 
Polarity:   Positive or negative or  
      biphasic pulses 
Volts:    1  Volt peak, 1 Kohm load 
Current:   10-990 µA peak, 1 Kohm load 
Average current at 
   maximum intensity 
   and frequency:   990 µA 
Maximum current  
   density under 2"  
   diameter electrode.  24.4 µA/cm² 
Frequency:   0.5-500 Hz 
Duty Cycle:   50%zHz 
Frequency Modulation: No 
Pulse Duration:   1-1000 ms 
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Available Amplitude 
   Modulation Options:  Continuous 

Available Channels:  Channel Two only 

 

Amplitude Modulation Specifications: 
Vector rotation:   Interferential Mode Only 

     -50% amplitude modulation in  
   anti phase with an eight second modulation period. 

Surge Mode:   Premodulated, Medium Frequency and Biphasic (TNS) Pulsed Modes 

Up ramp:   3 seconds 

Down ramp:   2 seconds 

Preset on/off times:  10 seconds on, 10 seconds off 
10 seconds on, 20 seconds off 
10 seconds on, 30 seconds off 
10 seconds on, 40 seconds off 
10 seconds on, 50 seconds off 
10 seconds on, 60 seconds off 

Programmable On time: 1–240 seconds 

 Programmable Off time: 1–240 seconds 

Reciprocation mode:   Premodulated, Medium Frequency and Biphasic (TNS) Pulsed Modes 

Up and down ramps:  1 second, reciprocation only 

Reciprocation time:  2–240 seconds, (On time = off time) 

Combine with Surge:  Use up and down ramps of surge program 

    Use on/off times of surge program. 

 Two timer option:  No 

Authorized Distributor in Canada:
Kosim Group Co.,Inc.
135 Sparks Ave.,
Toronto, ON  M2H 2S5 
T: 416-502-3700,  F:416-502-2808


